
Hydraulic oil press machine 

Quotation detail: 

1. Production: Hydraulic oil press machine. 

2. Price: See Price List Table. 

3. Payment: 100% deposit first. 

4. Delivery time: 45 working days after receipt the deposit. 

5. Date: October 22, 2021 

6. Valid time: 15 days 

7. Package: Our machine will be packaged by standard export wooden case with film to ensure the machine 

intact from China. 

I. Introduction of oil pressers: 

This hydraulic oil press machine is the most advanced equipment and takes up less area. It is economic and 

environmental protection, stable and durable. This machine adopts automatic control system, hydraulic 

pressure control system and temperature control system. 

 
Working Principle: 

This machine applied our new supercharged technology and five class safety protection system, offer the 

enough pressure and keep the machine working safety. High precision structure hydraulic box can over 



higher pressure. Separately and more perfect oil line technology applied, keep the press kettle strong enough 

and increase the oil rate. 

II. Advantages: 

 Professional research and development, complete model, advanced manufacturing technology, beautiful 

appearance. 

 High oil yield, pure oil, no filtration. 

 The oil is squeezed once, the speed is fast, and the labor intensity is small. 

 Fast purification, stable and durable performance. 

 It has high pressure, the pressure of our machine is 60Mpa, higher than other machine (the normal is 

45Mpa to 55Mpa), provide higher oil yield. 

 This machine can work continuously for 24 hours. It can squeeze 4-23 kilogram per batch, the time of 

pressing is 4 to 15 minutes. 

 The oil is pure and fragrant. 

 More environmentally and economic, easy operation. 

 



III. The main parameters: 
Model Capacity Weight Pressure Power Machine Size Residual oil 

rate 
Price 

(BDT) 

YY-185 4 kg/batch 590 kg 60Mpa 1.1 kw 0.6*0.888*1.15 
m 

≤5% 4.9 lac 

YY-230(A) 8.5 kg/batch 920 kg 60Mpa 1.1 kw 0.67*0.95*1.46 
m 

≤5% 6.5 Lac 

YY-230(B) 9.5 kg/batch 970 kg 60Mpa 1.1 kw 0.67*0.95*1.56 
m 

≤5% 6.85 Lac 

YY-250 11 kg/batch 1060 
kg 

60Mpa 1.1 kw 0.71*0.95*1.56 
m 

≤5% 7.1 Lac 

YY-270 13.5kg/batch 1230 
kg 

60Mpa 2.2 kw 0.75*1.01*1.64 
m 

≤5% 7.8 Lac 

YY-300 16 kg/batch 1600 
kg 

60Mpa 2.2 kw 1*1.1*1.66 m ≤5% 9.2 Lac 

YY-335 20 kg/batch 1750 
kg 

60Mpa 2.2 kw 1.1*1.24*1.73 m ≤5% 10 Lac 

YY-355 23 kg/batch 2300 
kg 

60Mpa 3.0 kw 1.16*1.2*1.81 m ≤5% 12 Lac 

Note: Single phase power optional. 

IV. Raw material 
This machine can be used for process many kinds of raw material: sesame, walnut kernel, peanut, pine seed 
(better to get rid of the shell), almond, cocoa bean, linseed, avocado and other oil crops. 



 
V. Simple operation: 

When the oil material is put into the assembly of the press boring then it being driven up by the oil cylinder 
piston, oil will be outflow from the gap of press boring and then pass the oil drip pan to the drum for oil 
storage. 

 

 

 



 

VI. Pre-service: 

1. We will test and adjust before we send the machine, make sure it can be used 

with confidence after receiving it. 

2. We accept the customized model. After-service: 

1). The equipment guarantee period is one year, during guarantee period, the seller will provide 

maintenance free service. (Except the breakdown and destroy caused by person) 

2). After receiving the inquiry for repairing the engineer of sell party will solve by phone and email, if 

necessary, the engineer will go to solve the problem on the spot, the buyer should pay daily salary $100, 

also pay technical visa cost, round trip tickets, rooms and meals. 

3). During the quality guarantee period, if it is the quality problem (except easily damaged parts), the cost 

for maintenance and replace will be borne by sellers. 

4). During guarantee period, the seller will not provide service of with compensation as follows: 

（1） The damage caused by person; 

（2） The damage caused by improper operating. 



200 kg/h Sesame Production Line 

 
Made in China 

 
 


